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INDUSTRIAL GRADE
• Maximum performance for use on the toughest jobs.
• Our thickest polyethylene layer and most dense cloth layer for

maximum strength and durability.
• Our most aggressive adhesive for maximum adhesion power.
• Tears by hand without curling and conforms to uneven surfaces.
• Features Durabond Construction™
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PROFESSIONAL GRADE
• High performance tape recommended for contractors and do-it-

yourselfers.
• Thicker polyethylene and cloth layers than our All-Purpose grade

tape, providing increased strength and durability.
• More aggressive adhesive than All-Purpose grade tape, for better

performance on heavy-duty applications.
• Tears easily by hand without curling and conforms to uneven surfaces.
• Features Durabond Construction™
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ALL-PURPOSE GRADE
• Recommended for everyday household repairs.
• Thicker polyethylene and cloth layers than our Utility grade tape,

providing increased strength and durability.
• More adhesive than our Utility grade tape, providing appropriate

holding power for many home applications.
• Tears easily by hand without curling and conforms to uneven surfaces.
• Features Durabond Construction™
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UTILITY GRADE
• An economical solution for general repair needs or temporary

applications.
• Cloth layer provides added strength.
• Low tack adhesive makes tape easy to reposition.
• Features Durabond Construction™

COLORED CLOTH GRADE
• High performance strength and adhesion.
• Excellent for coordinating repairs, color-coding materials and

crafting applications.
• Tears easily by hand without curling and conforms to

uneven surfaces.
• Made by traditional manufacturing process.


